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ATLANTIC OCEAN

CGENERAL NOTES

1. ALL ELEVATIONS ARE BASED ON MEAN LOW
WATER DATUM (M.L.W.=0.0")

2. CONTOURS SHOWN IN 2 FOOT INTERVALS.

3. EXISTING TOPOGRAPHIC SURVEY INFORMATION
SHOWN ON THIS PLAN TAKEN FROM A LIDAR
SURVEY PROVIDED BY COL—EAST AND
BLACKWELL & ASSOCIATES, INC. PERFORMED
ON JULY 15, 2013, AND CAN ONLY REFLECT
CONDITIONS AS THEY EXISTED AT THE TIME
OF THE SURVEY.
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GENERAL NOTES

1. ALL ELEVATIONS ARE BASED ON MEAN LOW
WATER DATUM (M.L.W.=0.0")

2. CONTOURS SHOWN IN 2 FOOT INTERVALS.

3. EXISTING TOPOGRAPHIC SURVEY INFORMATION
SHOWN ON THIS PLAN TAKEN FROM A LIDAR
SURVEY PROVIDED BY COL—EAST AND
BLACKWELL & ASSOCIATES, INC. PERFORMED
ON JULY 15, 2013, AND CAN ONLY REFLECT
CONDITIONS AS THEY EXISTED AT THE TIME
OF THE SURVEY.

4. LIMITS OF SAND COVER OVER THE
GEOTEXTILE TUBES NOT SHOWN FOR CLARITY.
FOR UMITS SEE TYPICAL SECTION ON SHEET
4 AND CROSS SECTIONS SHEETS 7 THRU 11.

5. GEOTUBE LIMITS, ELEVATIONS AND SLOPE IS
BASED ON DESIGN PROVIDED BY MACAFFERI
AND OCEAN & COASTAL CONSULTANTS.
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CONSTRUCTION NOTES
1. INSTALL SILT FENCE 25’ FROM TOP OF BANK

2. EXISTING VEGETATION IS TO BE REMOVED
FROM THE WORK AREA

3. DUMPSTER AND STOCK PILES TO BE LOCATED
25" FROM TOP OF BANK

4. CONTRACTOR TO PROVIDE POLICE DETAIL OR OTHER
TRAFFIC CONTROL DEVICE AS REQUIRED BY NANTUCKET
DEPARTMENT OF PUBLIC WORKS

GENERAL NOTES

1. ALL ELEVATIONS ARE BASED ON MEAN LOW
WATER DATUM (M.L.W.=0.0")

2. CONTOURS SHOWN IN 2 FOOT INTERVALS.

3. EXISTING TOPOGRAPHIC SURVEY INFORMATION
SHOWN ON THIS PLAN TAKEN FROM A LIDAR
SURVEY PROVIDED BY COL—EAST AND
BLACKWELL & ASSOCIATES, INC. PERFORMED
ON JULY 15, 2013, AND CAN ONLY REFLECT
CONDITIONS AS THEY EXISTED AT THE TIME
OF THE SURVEY.
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